TorqueFix®

* TorqueFix® Torque Screwdriver with a Fixed Torque Value pre-set by Wiha.

* Automatic release
* ENISO 6798, BS EN 26789, ASME B107.14M
* +6%, traceable to national standards (*model 0.15 Nm = +10%)

Part No. Nm o = +
26890-9 0.15" 4 112 23
26127-6 05 4 112 23
26047-7 06 4 112 23
26048-4 09 4 112 23
26133-7 1.1 4 119 a0
26051-4 20 4 119 a0
26128-3 25 4 119 a0
26052-1 30 4 126 36
26129-0 a8 4 126 36
26130-6 55 4 132 41
26131-3 7.2 4 132 41

NOTE- Special requirement torque settings on request.

Scale
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* TorqueVario®-5 Torque Screwdriver with Torque Value cane be set via
Window Scale

* Automatic release

* Supplied with torque setter

* ENISO 6798, BS EN 26789, ASME B107.14M

* +6%, traceable to national standards (*model 0.1-0.6 Nm = +10%)

Part No. nm O ™ me
26888-6 0106 4 127 23
26461-1 0410 4 127 23
26462-8 0820 4 131 30
26463-5 1050 4 138 36
26464-2 2080 4 142 41

orque Screwdrivers

A Convincing Concept
The exact torque!

+ This is more and more vital for accurate and efficient work,
especially when such accuracy must be maintained and repeated-
as in fastening of sensitive and expensive components,
in assembly or in final inspections and quality assurance
applications. These are all perfect tasks for the new Wiha Torque
series screwdrivers, with their ergonomic handles and unique
interchangeable blade system.

* The broad product range which is specialised for industrial
applications, contains:

* the TorqueFix® model with a fixed torque value,
* the TorqueVario® with a variable torque value but no scale,

* the TorqueVario®-S with an integrated window scale that

displays the torque value numerically. The TorqueVario®-S
torque screwdriver is also available for anti-static
applications in ESD environments and as a VDE insulated
variant for working on live electrical components.

Interchangeable Blades
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* Torque 1/4” Universal Bits Holder for Torque Screwdrivers

Part No. o @& =
27526-6 174 4 155

- v

* Torque Adaptor Blade For Torque Screwdrivers
* Suitable for 1/4” square sockets

Part No. ® & —
26229-7 1/4” 4 155
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* Torque Phillips Interchangeable Blade for Torque Screwdrivers

Part No. ¢ @& = - Nm
26197-9 PHO 4 175 42 04
26058-3 PH1 4 175 4 38
27079-7 PH2 4 175 4 55
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* Torque TORX® Interchangeable Blade for Torque Screwdrivers
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T6 4 175 42 0.6
T7 4 175 42 0.9
T8 4 175 42 1.3
T10 4 175 42 38

Torque Screwdrivers, Wrenches and Torque Testers




* et oT 13 pleces, WITth Universal bit noider, 1V bis (FH1, PHZ, PL1, PLZ, 11U,
T15, T20, T25, 2.5 flat, 3.0 flat), Torque Vario 1.0 - 5.0Nm and torque setter

Part No. Description
268 930 Torgue Vario Set 1.0 - 5.0Nm

The Advantages at a Glance:

* Simple and comfortable operation
* Mobile and mains independent
* Robust housing, protected with a hinged cover

+ For tecting and adjusting torque screwdrivers and torque
wrenches/click-type wrenches

* Bi-directional measurements possible (clockwise/
counterclockwise)

* Three measurement methods: Auto - Peak Hold - Track
* Optical “Good-Bad Display” of the limit values vid LED

* Two versions with internal transducer, one base device for
connection to external transducers

* Delivered with factory calibration certificate

* Quality “Made in Germany”, manufactured in accordance with
the most recent standards

Description Transducer Range
Torgue Tester Internal 0.05 - 2Nm
Torgue Tester Internal 0.2 - 10Nm
Torgue Tester External -

NOTE- Model 29099-3 is supplied with a 1.5m connecting cable for transducer
Specifications: External Transducers for Torque Tester

Indication: Bi-directional

Displery LCD display, 16-character

Display Languages: German / English, aternatively f‘ 5

Measurement Methods:  Auto - Peak Hold - Track

Units: Nm - Nem - Nmm - in.oz - in.lb - ft.lbs

Limit-value Entry: ON/OFF

Automatic Powsr Shut Off: After 3 minutes -
Measurement Accuracy:  0.5% of displayed valus, for the primary range (20-100% of full scale) o \ 1

Admissable Overload: Max 200% of end value T “
Temperature Rangse: 5-40°C

Power Supply: 3 batteries 1.5 V IEC LR & (AA), or 3 accumuletors, 2300 mA/h (AA) e .

Battery life: Approx. 10 hours in operation Part No. Description Size Range
Dimensions: Approx. 180 x 120 x 80mm 28704-7 Traneducer 50 x 50 x 62 0.1 -5Nm
Weight: Approx. 1500g 28705-4 Transducer 50 x 50 x 62 0.4 - 20 Nm

28706-1 Traneducer 50 x 50 x 62 1- 50 Nm

Torque Screwdrivers, Wrenches and Torque Testers







